
48. Push the throttle down farther 
until the rotor back slot aligns with 
the number "8" of the "18" on the con­
nector body. The ohmmeter should indi­
cate continuity (full throttle points are 
closed). See figure 1O. 

49. If the ohmmeter indicates that 
the full throttle points have not closed, 
OR that they have closed long before 
the rotor back slot lined up with the 
corner of connector raised portion, the 
switch assembly is defective and must 
be replaced. 

CAUTION: Do not, under any circum­
stances, bend either of the point arms. 

50. When steps 1 through 49 have been 
completed, secure the throttle body 
switch cover and harness connector, 
control uni t harness connector, and the 
vehicle battery. Kit installation is now 
complete. 

ALIGN 

o 
Figure 10 

THROTTLE BOOY SWITCH (on reverse side) 

TO VALVE COVER VENT 

. - - ------ - - -I DLE SPEED SCREW (AIR BYPASS) 

I THROTTLE BODY ADAPTrn{ HOSE 

BOOT-TO-THROTTLE BODY ADAPTOR 

AUXILIARY AIR VALVE 
(not used earlier than 7/78) 

TO INTAKE 
MANIF£l..D Q 

AIR BOOT 

/ 
FROYJ 
AIR FLOW 
IYETER 

VACUUM ADVANCE FITTING (on reverse side) 

BCDD FITTING (plugged on vehicles earlier than 7/78) 

Figure 11 
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Figure 12.. Typical TB280 Kit Installation 

IMPORTANT 

•	 Legal in California only for racing vehicles which may never be 
used upon a highway. 

•	 As such, these parts are offered with no warranty, whatsoever, ex­
_pressed or implied. 

"	 Redline will always make every possible effort - to provide needed 
assistance, if any difficulties arise. Our first agent in that assistance 
is your distributor. • 

o	 Experience shows that the most common problems encountered are: 

a.	 Incorrect installation of vacuum and/or return lines. 

b.	 Incorrect throttle adjustment 

•	 Should further assistance be required, you can contact our technical 
liaison through your distributor. 
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