

















Further details and precautions are described

Gas Station Information ...

FUEL FILLER CAP

HOOD RELEASE
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When tightening the filler cap, securely
turn the cap until you hear click sounds.

FUEL RECOMMENDATION

Gasoling octane
Gusoling number (minimum)
RON (R+M)/2
All models | Unleaded 91 87

Tank capacity: 21-1/8 US gal
(17-5/8 Imp gal, 80 liters)

The fuel filler opening is designed for use

with an unleaded fuel nozzle [nozzle diam-

eter less than 0.84 in (21.3 mm)] only.
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Pull the hood release handle located below the instrument panel to release the safety
catch, and raise the hood by hand.

CAUTION:
When the hood is opened, be sure to use the hood stay.

RECOMMENDED TIRE INFLATION PRESSURE

e Tire pressure should be checked when tires are COLD.
See the tire placard affixed on the glove box lid.
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ENGINE OIL @

The engine oil dipstick is located on the
right side of the cylinder block.

The best time to check the oil level is at
operating temperature several minutes after
the engine has been turned off. Maintain
oil level between “H'" and “L' marks on
dipstick.

Be sure to avoid using an engine oil which
may contain foreign matter,

Capacity at oil change
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| | Without oil
! With oil filter

filter [
i o | SUAT USqt | S USqt
JUIEPSCwith (4-5/8 Imp qt, (4-1/8 Imp qt,
turbocharger 5.2 liters) 4.7 Liters)

4-3/4 US qt
(4 Imp qt,
4.5 liters)

4-1/4 US qt
(3-1/2 Imp qt,
4.0 liters)

Not equipped
with turbo-
charger

ENGINE OIL
RECOMMENDATION

Use only recommended engine oil accord-

ing to API classification SE.

GASOLINE ENGINE OIL

[2ow-20, 20W-40, 20W-50 )

* Not recommended
for sustained high
speed driving
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Before Next Oil Change

*: On models equipped with a turbochar-

ger, use 10W-30, 10W-40, 20W-20, 20W-
40 or 20W-50 except under extremely
cold conditions. Use 5W-30 only under
extremely cold conditions.

BRAKE @ AND CLUTCH ©
FLUID

Check brake and clutch reservoir fluid
level. Use only recommended fluid DOT 3.

WARNING:

Adding the wrong type brake fluid or
allowing the braking system to become
cantaminated can damage the system and
affect the car’s stopping capability.

WASHER FLUIDO)

Check reservoir fluid level. Always use
NISSAN windshield washer fluid or equi-
valent.

ENGINE COOLANT @
Check engine coolant level when system is
cool.

Coolant level should |
be maintained be- |
tween Max. and Min. ‘MAX..
lines on reservoir. MIN.—
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Printed in Japan

This Owner’s Manual has been providea to
introduce you to your new Datsun. A sepa-
rate Warranty Folder contains information
concerning your new vehicle warranty.

BUT DID YOU KNOW ?

Thousands o uvatsun owners are learning
even more about the technical side of their
new autcmiobiles by purchasing Factory
Service Manuals.

For information on how you may order your
individual vehicle manual, see “Ordering In-
structions” in this Owner’s Manual.

Printing: January 1982 (291600)
Publication No. OM2E-S130U1
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